MATERIAL SPECIFICATIONS
POLE & ARM_TUBES 6063-T6
ANCHOR BASE &
ALUM. COVER SKIRT AA356-TE
AISI 300 SERIES
SMALL HARDWARE ALSI 300
EXTRUSIONS 6063-76
HiH. FRAME AA356-T6
BOLT COVERS ASTM-B25(AA356)
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SATIN GROUND FINISH
HAPCO #RTA40F8B4D1A-01,
OR EQUAL

\ INTERNAL VIBRATION
DAMPER

(4) 1 DIA. BOLTS
(BY OTHERS)
2%4" PROJECTION

BOLT CIRCLE PER

4”x8” HANDHOLE WITH
/COVER AND STAINLESS

STEEL HEX. HD. SCREWS, MANUFACTURER
Y TO FACE AWAY FROM
a0 TRAFFIC FLOW BASE DATA
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MFG.| MTG. HT. [ LUMINARIE MODEL NO. LENGTH
A 40'-0” | GE *MDCL25S0A12FMC22 | 10'-0”
B 40'-0" HUBBELL LIGHTING 10/-0"
*RMC-3-3-RMD-25538-3

NOTES:

1. HUBBELL LIGHTING LUMINARIE SHALL BE FIELD
ADJUSTED TO A TYPE II DISTRIBUTION,

LIGHT STANDARD DETAIL

N.T.S.

41-0"

PAVEMENT PAVEMENT

1 SIDEWALK

B6.24 CURB B6.24 CURB

PROPOSED POLES BETWEEN
STA.20+49.21 TO STA.32+50

EXISTING POLES BETWEEN
STA.32+50 TO STA.49+50

ROADWAY LIGHTING CROSS
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N.T.S.
BREAKAWAY (@) PC. AL, COVER
COUPLINGS W/ SKIRT WITH {4)
BOTTOM & TOP S Ese s The
WASHERS SCREWS
. .
y 1"
. . ACHOR BOLT
|| PROJECTION
[ : 1 \
I b |
1 ©oh i P
ROUGH _/ 1 DIA. ANCHOR
FOUNDATION BOLTS
NT.S.
4 HIoH BLACK LETTERS <>
SCREENED A
27 WHLTE, PRESSURE
SENSITIVE AND REFLECTIVE
BACKGROUND. LETTERS AND
NUMBERS MOUNTED 7
MBOVE GROUND LINE. AT '60°
FROM MAST ARM ORIENTATION
TOWARDS TRAFFIC FLOW
CONTROLLER —/
DESIGNATION
CIRCUIT AND /
POLE NUMBER
~— DIRECTION
FOLE HanD — OF TRAFFIC
SIDE

<>\_/
POLE IDENTIFICATION

N.T.S.

FAU]  sreTion CONTY | QIAL TSHEET

RTE. SHEETS
369 | 00-00018-00-PV COOK 20 13
STA. TO STA.

FED. ROAD DIST. NO. 1 IlLLINOISI FED. AID PROJECT

CONTRACT NO. 83897

¢ OF TRENCH

3
TRENCH BACKFILL

120

i

\

|

L RED WARNING
o ! ';‘/7 TAPE 6 WIDE

¢ | ~—CABLE AND DUCT
| SIZES AS SHOWN ON

L 0 A LIGHTING PLANS
N
3.
|
6" T0 10”

MIN. 30/

f

ELECTRIC CONDUIT UNDER PAVEMENT
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24 IN. DIA. FOUNDATION DEPTH TABLE
DESIGN BASE ON 80 M.P.H. AASHTO WIND LOADING

FOUNDATION REINFORCEMENT IN FOLINDATION
TYPE OF SOIL DEPTH
VERTICAL BARS | HORIZONTAL BARS

e suae 507 NONE NONE

DENSE SAND 79" 8-%6 x 7'-4” *3 x 13
MEDIUM SAND 83" 8-%6 x 1-10" ¥3 x 18°
LOOSE SAND 50" 876 x 61" *3 x 85°
STIFF CLAY 7-0” 8-%6 x 6'-1" *3 x 66
MEDIUM CLAY 96" 8-%6 x 91" *3 % 90°
SOFT CLAY 130" 8-%6 x 121" ¥3 x 122/
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SECTION A-A
NOTES:

1. LIGHT POLE P6 SHALL HAVE A 20'-0 CONCRETE FOUNDATION DEPTH.

2. REFER TO "GENERAL NOTES” ON SHEET 10 FOR FOUNDATION NOTES.

3. FOUNDATIONS SHALL NOT PROTRUDE MORE THAN 4 ABOVE FINISHED
GRADE INCLUDING ANCHOR ROD:

CONCRETE FOUNDATION DETAIL
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